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This paper focuses on the effect of tannery waste water on aquatic fauna. 
The process of tanning, characteristic of tannery waste, effect of tannery 
waste on aquatic fauna and methods of treatment of tannery waste were 
concisely discussed. The chapter then concluded by suggesting 
phytoremediation as an environmentally friendly way to effectively treat 
tannery waste water. 
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INTRODUCTION 
 
Industrial waste is the most common source of water 
pollution in the present day (Ogedengbe and Akinbile, 
2004; Ugya et al., 2015a) and it increases every year 
because most countries are getting industrialized. 
Worldwide, it is estimated that the industry is responsible 
for dumping 300-400 million tons of heavy metals, 
solvents, toxic sludge, and other wastes into waters each 
year (UNEP, 2010). Thus, the environment is under 
increasing pressure from wastes emanating from such 
industrial activities. As compared to other industries, 
leather tanning is one of the most polluting activities 
(Khan et al., 1999) as it consume huge amount of water 
in several stages, generating an enormous amount of 
liquid effluents (Farenzena et al., 2005) which are 
hazardous to the environment to which they are 
discharged. 

The tanning industry is one of the oldest and most 
traditional industries in World (INETI 2000). The 
discharge of effluents from this industrial sector is a 
matter of concern due to its high complexity and the 
serious pollution it cause (Calheiros et al. 2007; INETI 
2000; Karunyal et al. 1994; Mant et al. 2006; Sinha et al. 
2002; Tisˇler et al. 2004). Chromium (Cr), when used in 
the productive cycle, is one of the most problematic 
pollutants discharged by the tanning industry (INETI 
2000; Mant et al. 2006; Sinha et al. 2002; Zayed and 

Terry 2003). Studies by Shanker et al. 2005, Sharma et 
al. 2003; Sinha et al. 2002; Zayed and Terry 2003 have 
shown high pollution in tannery waste water in terms of 
biological oxygen demand (BOD), chemical oxygen 
demand (COD), suspended solids (SS), nitrogen, con-
ductivity, sulphate, sulphide and chromium (Mondal et al., 
2005) and in most developing countries tannery effluents 
are discharged directly into sewers or water bodies 
without treatment or ineffective treatment (Verheijen et 
al., 1996; Favazzi, 2002). The high BOD5 content of the 
effluent will affect the survival of gill breathing animals of 
the receiving water body and high COD value indicate 
toxic state of the wastewater along with presence of 
biologically resistant organic substances. The high level 
of ammonia-N is toxic to aquatic organism and nitrogen 
may cause eutrophic condition. The high salinity and TDS 
of the effluent may result in physiologically stressful 
conditions for some species of aquatic organisms due to 
alterations in osmotic conditions. Studies show that 
increase in salinity causes shifts in biotic communities, 
limit biodiversity, exclude less tolerant species and cause 
acute or chronic effects at specific life stages. Changes in 
the ionic composition of water can also exclude some 
species while promoting population growth of others 
(Bhaita, 2011). Tanning industry are scattered un evenly 
in most country and it exists in large, medium, small  and  
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cottage section. Leather is among the foreign exchange 
earners for most country. Considerable investment has 
been made on sophisticated equipment, thereby 
replacing the manual operations by mechanization in the 
production of finished leather products. The pollutants 
from large numbers of tanneries in the world have cause 
damage to water courses, affecting drinking water supply 
and irrigation. This study thereby focuses on the effects 
of tannery waste water on aquatic organisms and a 
possible remediating method. 
 
 
Tanning Process 
 
Leather production involves tanning which is a chemical 
process converting the derma, epidermis and flesh into a 
stable non-putrescible material knoen as leather. The 

process involves clearing and washing the dirt, blood, 
flesh e.t.c from raw hides and skin after flaying before 
preserving with salt till they are transported to tannery. In 
the tannery, hide and skin are first brushed smoothly 
manually or in some cases mechanically to remove much 
salt as possible. This hides and skin will then be 
subjected to various processes as summarized above. 

The above tanning process is accompanied by 
pollutants such as decomposing organic matter, hair, 
lime, sulphide and organic nitrogen with high BOD and 
COD. 
 
 
Characteristic of Tannery Wastewater 
 
The table below represent the detail of tanning pro-              
cess, chemical use and general constitutes of wastewater 
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Table 1. Tanning Process and General Constitutes of wastewater 
 

Operations Chemical Use Constituents of Waste water 

Soaking Wetting emulsifying agents and 
bactericidal agent 

Olive green, obnoxious smell, 
soluble protein, suspended matter 

and high amount of chlorides 

Liming Lime and sodium chloride Highly alkaline, sulphides, 
ammoniacal nitrogen, suspended 

solids, hair, pulp and dissolved solids 

Delimning Ammonium salts, enzymatic bates. Alkaline, organic matter and 
ammoniacal nitrogen 

Vegetable Tanning Vegetable Tanning Material Coloured, acidic and offensive odour 

Pickling and Chrome Tanning Common, acid, basic and chrome 
salt 

Coloured, acidic, chromium, TDS 
and chlorides 

Buffing, Trimming and Finishing 
 

Dye and fatty oil Coloured, soluble protein, 
Chromium, TDS, sulphides, 

suspended solid 
 

(Bhaita, 2011) 

 
 
Effect of Tannery Waste water on Aquatic Fauna 
 
Tannery waste water contains vegetable tannins and non 
vegetable tannis which exert oxygen demand. The 
increase in the demand for oxygen leads to decrease in 
the amount of oxygen in the aquatic body which lead to 
an unsustainablity of the aquatic ecosystem (Kwaza et 
al., 2001; Koukal et al., 2004).  

They also contain high amount of protein, especially 
when a hair pulping unhairing system is used. These 
proteins are biologically degradable and exert high BOD. 
About 80% of suspended solids are composed of organic 
matter in the form of protein, high BOD5 and COD were 
reported by researchers such as Akan et al (2009), 
Seyoum et al., (2003), Haydar et al., (2007), Assefa and 
Ayalew (2014). This high BOD5 content of the waste 
water will affect the survival of gill breathing animals of 
the recievig body since the increase in BOD is 
responsible for the decrease in DO which in turn have 
negative effect on aquatic Faunas (Akan et al., 2009). 

High pH, excessive alkalinity, suspended matter and 
sulphides are injurious to fish and other aqautic life. 
Sulphide present in waste water can react with iron and 
other metals causing black precipitate thereby making 
water unsafe for fishes and other aquatic life nitrogen and 
phosphorus in tannery waste water encourage algae 
blooms which in turn pose high treat to fishes and other 
aquatic organisms. Chlorides and other suspended solids 
may settle at the buttom of the water body thereby posing 
treat to the bottom fauna (Seyoum et al., 2003; Akan et 
al., 2009; Bosnic et al., 2000; Birnesh et al., 2007; 
Lefebvre and Moletta, 2006; Modal et al., 2006; 
Ogendengbe and Akaribe, 2004) 
 
 
Treatment of Tannery Waste Water 
 
Conventional and non conventional  method have been 

employed to treat tannery waste water before discharging 
into water bodies 

Convectional method include: biological system, 
combine system and chemical system 
Non conventional system include: use of Fungi, water 
hyacinth, sand filter, agricultural utilization and disposal 
by spraying irrigation (Bhaita, 2011). 
 
 
CONCLUSION 
 
Tannery waste water do not only affect aquatic 
organisms but also terrestrial organisms when they drink 
from polluted receiving body. This water also seep into 
aquifers and pollute underground water thereby posing 
treat to man also. 
Since civilization has made it in evitable to desist from 
tannery activities, these chapter thereby recommend that 
more attention should be focused on phytoremediation as 
an environmentally friendly way to treat tannery waste as 
done by Padhi et al., (2012), Ugya and Imam., (2015), 
Ugya et al., (2015) among others using Eicchornia 
crassipe. 
 
 
REFERENCES 
 
Akan JC, Abdulrahman FI, Ayodele JT, Ogugbuaja VO (2009). Impact 

of tannery and textile effluent on the chemical characteristics of 
Challawa River, Kano State, Nigeria. Elect. J. Environ. Agric. Food 
Chem. 8(10):1008-1032. 

Bhaita, S.C. (2011). “Environmental Pollution and Control in Chemical 
Process Industries”. 2nd Edition, Kanna Publishers India pp 1273. 

Birnesh A (2007). Assessment of downstream pollution profiles of 
Awassa textile factory effluent along Tikur Wuha River using 
physicochemical and macroinvertebrate indicators. M.Sc Thesis. 
School of Graduate Studies, Addis Ababa University 

Bosnic M, Buljan J, Daniels RP (2000). Pollutants in tannery effluents. 
Definitions and environmental impact, limits for discharge into water  
bodies and sewers. UNIDO. Regional programme for pollution 
control in the tanning industry in South-East Asia. US/RAS/92/120 

Calheiros CSC, Rangel AOSS, Castro PML (2007) Constructed wetland  



 
 
 
 

systems vegetated with different plants applied to the 
Farenzena M, Ferreira L, Trierweiler JO, Aquim PM (2005). Tanneries: 

from waste to sustainability. Braz. Archive Biol. Technol. 48:281-
289. 

Favazzi A (2002). Study of the impact of the main policies and 
environment protection measures in Africa’s leather industry. 
Principal: Assomac Servizi Srl for UNIDO 

Haydar S, Aziz JA, Ahmad MS (2007). Biological treatment of tannery 
wastewater using activated sludge process. Pak. J. Engine. Appl. 
Sci.1:61-66. 

INETI (2000) Guia Te´cnico do Sector dos Curtumes. Instituto Nacional 
de Engenharia e Tecnologia Industrial, Lisboa, Portugal 

Karunyal S, Renuga G, Paliwal K (1994) Effects of tannery effluent on 
seed germination, leaf area, biomass and mineral content of some 
plants. Bioresource Technol 47:215–218 

Khan SR, Khwaja MA, Khan AM, Ghani H, Kazmi S (1999). 
Environmental impacts and mitigation costs associated with cloth 
and leather exports from Pakistan. A report on trade and 
sustainable development submitted by sustainable development 
policy institute and IUCN-P to IISD Canada for the IISD/IUCN/IDRC 
project on building capacity for trade and sustainable development 
in developing countries, Islamabad. 

 Khwaja A.R., Singh R., Tandon S. (2001) Monitoring of Ganga water 
and sediments vis-à-vis tannery pollution at Kanpur (India): a case 
study. Environmental Monitoring and Assessment, 68, 19. 

Koukal B., Dominik J., Vignati D., Arpagaus P., Santiago S., Ouddane 
B., Benaabidate, L. (2004) Assessment of water quality and toxicity 
of polluted Rivers Fez and Sebou in the region of Fez (Morocco). 
Environmental Pollution, 131, 163 

Lefebvre O, Moletta R (2006). Treatment of organic pollution in 
industrial saline wastewater: A literature review. Water Res. 
40:3671-3682. 

Mant C, Costa S, Williams J, Tambourgi E (2006) Phytoremediation of 
chromium by model constructed wetland. Bioresource Technol 
97:1767–1772 

Mondal NC, Saxena VK, Singh VS (2005). Impact of pollution due to 
tanneries on groundwater regime. Current Science.88(12):25. 

Ogedengbe K , Akinbile CO (2004). Impact of industrial pollutants on 
quality of ground and surface waters at Oluyole Industrial Estate, 
Ibadan, Nig. J. Technol. Develop. 4(2):139-144. 

 
 
 

Ugya and Aziz  479 
 
 
 
Padhi SK, Sahu SK, Kumari A, Bharati S, Ansari S. Phytortemediation 

as an Alternative for Treatment of Paper Industry Effluent by Using 
Water Hyacinth ( Eicchornia crassipes)-A Polishing Treatment. INT 
Journal of Research in Chemistry and Environment. 2012;2(95-99), 
2248- 9649. 

Seyoum L, Fassil A, Gunnel D (2003). Characterization of tannery 
wastewater and assessment of downstream pollution profiles along 
Modjo river in Ethiopia. Ethiopian J. Biol. Sci. 2(2):157-168. 

Shanker AK, Cervantes C, Loza-Tavera H, Avudainayagam S (2005) 
Chromium toxicity in plants. Environ Int 31:739–753. 

Sharma DC, Sharma CP, Tripathi RD (2003) Phytotoxic lesions of 
chromium in maize. Chemosphere 51:63–68. 

Sinha S, Saxena R, Singh S (2002) Comparative studies on 
accumulation of Cr from metal solution and tannery effluent under 
repeated metal exposure by aquatic plants: its toxic effects. Environ 
Monit Assess 80:17–31 

Tisˇler T, Zagorc-Koncˇan J, Cotman M, Drolc A (2004) Toxicity 
potential of disinfection agent in tannery wastewater. Water Res 
38:3503–3510 

treatment of tannery wastewater. Water Res 41(8):1790–1798 
Ugya, A.Y. and T.S. Imam, 2015. The efficiency of Eicchornia crassipes 

in the phytoremediation of  waste water from Kaduna Refinery and 
petrochemical company. IOSR J. Environ. Sci. Toxicol. Food 
Technol., 9: 43-47. 

Ugya, A.Y., I.M., Toma., and Abba A. (2015b) Comparative Studies on 
the Efficiency of Lemna minor L., Eicchornia crassipes and Pistia 
stratiotes in the phytoremediation of Refinery Waste Water. 
Sciences World Journal 10(3)  

Ugya, A.Y., S.A. Umar and A.S. Yusuf, 2015a. Assessment of well 
water quality: A case study of Kaduna South local Government 
area, Kaduna state Nigeria. Merit Res. J. Environ. Sci. Toxicol.,3:39-
43. 

UNEP (2010). Clearing the water: A focus on water quality solutions. 
Nirobi, Kenya. 

Verheijen LAHM, Wiersema D, Hulshoff PolLW, De Wit J (1996). 
Livestock and the environment finding a balance: Management of 
waste from animal product processing. International agriculture 
centre Wageningen, The Netherlands 

Zayed AM, Terry N (2003) Chromium in the environment: factors 
affecting biological remediation. Plant Soil 249:139–156 

 
 
 
 

 
 
 


